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Primark Stores Limited

Thrapston

56,000sqm

Winvic Group Limited

Asphaltic Contracts Ltd

Refurbishment

PRIMARK DISTRIBUTION CENTRE
Replacing the roof on Primark’s 640,000 sq ft  
distribution centre in Thrapston, was the largest  
refurbishment of a single-ply roof undertaken in  
Britain in 2012 and clearly demonstrated Bauder’s status 
as one of the largest and most respected companies in the  
roofing industry.

Working with the main contractor, Asphaltic Contracts 
Ltd, Bauder took full responsibility for every element of 
this PVC overlay roofing project, from design and wind-lift 
calculations to the supply of all the components and the 
fit. The roof comprises five huge ridges of over 20 metres 
each, amounting to 56,000 sq metres in all. 

The buildings exposed location proved a challenge. The 
previous roof suffered from extensive wind damage so 
Bauder’s bespoke proposal was specifically designed to 
cope with extreme weather conditions and a drainage 
specialist was brought in to ensure that the design of the 
roof would disperse water effectively.

The distribution centre remained operational through-
out the works, which added to the logistical challenge.  
All deliveries had to be timed to ensure they did not affect 
vehicles moving in and out of the warehouse and these  
restrictions also affected the roofers accessing  
the building. 

UNITED KINGDOM
Bauder Limited 
70 Landseer Road, Ipswich, Suffolk IP3 0DH, England
T: +44 (0)1473 257671   E: info@bauder.co.uk 
bauder.co.uk

IRELAND
Bauder Limited
O’Duffy Centre, Cross Lane, Carrickmacross, Co. Monaghan, 
Ireland
T: +353 (0)42 9692 333   E: info@bauder.ie
bauder.ie

BAUDER BUILDING BOARD

APPLIED PRODUCTS

Thermofol U15 PVC single ply in light grey was installed 
as an overlay membrane to the existing system.  The sin-
gle ply membrane was mechanically fastened to the deck 
for a safe and effective method of membrane attachment 
with wind uplift calculations undertaken to BS EN 1991-1-
4:2005 to ensure the correct fastener density was utilised.

https://www.bauder.co.uk/technical-centre/products/synthetic-membranes/thermofol-u15-fb
https://www.bauder.co.uk/roof-systems/waterproofing-systems/bituminous-systems
https://www.bauder.co.uk/roof-systems/waterproofing-systems/single-ply/pvc-systems/thermofol
https://www.bauder.co.uk/contact

